DUAL ROW SYSTEM (CEILING WITH CURTAIN DOOR)—STANDARD CEILING PANEL CONFIGURATION
(TYPICAL 36 INCH AISLE WIDTH SHOWN FOR ILLUSTRATION)

NOTES:
1. COMPLY WITH ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL REGULATIONS.
2. REFER TO PRODUCT DOCUMENTATION FOR ADDITIONAL DETAILS PRIOR TO INSTALLATION AND SITE PREPARATION WORK.
3. ALL DIMENSIONS ARE IN MILLIMETERS [INCHES].
4. WEIGHT — REFER TO THE RESPECTIVE SUBMITTALS.
5. OVER ALL WIDTH DIMENSION MAY VARY AS PER RACK WIDTH.
6. OVER ALL HEIGHT DIMENSION MAY VARY AS PER RACK HEIGHT. SHOWN TYPICAL ARRANGEMENT FOR 42U RACK.
7. DRAWING ABOVE SHOWN IS FOR TYPICAL CONFIGURATION.
8. RACKS ARE BAYED TOGETHER TIGHT AT 600mm SPACING, NOT MATCHING 24-INCH FLOOR TILES.
LENGTH OF PDD WILL CHANGE IF BAYED ON 24-INCH CENTERS TO MATCH FLOOR TILES.

RACK HEIGHT

<table>
<thead>
<tr>
<th>U</th>
<th>mm (inch)</th>
</tr>
</thead>
<tbody>
<tr>
<td>42U</td>
<td>1991 [78.39]</td>
</tr>
<tr>
<td>45U</td>
<td>2124 [83.64]</td>
</tr>
<tr>
<td>48U</td>
<td>2258 [88.90]</td>
</tr>
</tbody>
</table>

The drawing and specifications herein are the property of Schneider Electric and shall not be copied, reproduced, or used in whole or in part, as the basis for the manufacture or sale of items without written permission from Schneider Electric. The drawing is based upon latest available information and is subject to change without notice.
NOTES:

1. Comply with all applicable national and local electrical regulations.
2. Refer to product documentation for additional details prior to installation and site preparation work.
3. All dimensions are in millimeters [inches].

**WARNING:** Over-all containment pod width dimension may vary as per the component selected. Refer to the table.

4. Racks are banded together tight at 600mm spacing, not matching 24-inch floor tiles. Length of pod will change if banded on 24-inch centers to match floor tiles.

<table>
<thead>
<tr>
<th>RACK DEPTH</th>
<th>mm (inch)</th>
</tr>
</thead>
<tbody>
<tr>
<td>825</td>
<td>32.480</td>
</tr>
<tr>
<td>1070</td>
<td>42.125</td>
</tr>
<tr>
<td>1200</td>
<td>47.244</td>
</tr>
</tbody>
</table>
NOTES:
1. COMPLY WITH ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL REGULATIONS.
2. REFER TO PRODUCT DOCUMENTATION FOR ADDITIONAL DETAILS PRIOR TO INSTALLATION AND SITE PREPARATION WORK.
3. ALL DIMENSIONS ARE IN MILLIMETERS [INCHES].
4. AISLE WIDTH MAY VARY AS PER THE REQUIREMENT.
5. RACKS ARE BAYED TOGETHER TIGHT AT 600mm SPACING, NOT MATCHING 24-INCH FLOOR TILES. LENGTH OF POD WILL CHANGE IF BAYED ON 24-INCH CENTERS TO MATCH FLOOR TILES.