
56EV2 Series

Clipsal’s new 56EV2 Back Boxes can have sockets fi tted horizontally 
or vertically, allowing the plug to run fl ush with the wall. This prevents 
the hazard of plugs protruding out from walls in high traffi c areas. 

All Clipsal Back Boxes are moulded in UV stabilised rigid PVC 
to facilitate gluing of fi ttings for conduit entry. Ample conduit 
and cable entries are provided and there is plenty of wiring room 
for easy installation.

Safety comes first
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© Clipsal Australia Pty Ltd.

Clipsal Australia Pty Ltd reserves the right to change 
specifi cations, modify designs and dis con tin ue items 
without incurring obligation and whilst every effort is 
made to ensure that descriptions, specifi cations and 
other in for ma tion in this catalogue are correct, no 
warranty is given in respect thereof and the company 
shall not be liable for any error therein.

Product of Clipsal Australia Pty Ltd
A member of the Schneider Electric Group

Head Office
33-37 Port Wakefield Road Gepps Cross, 
South Australia, 5085
National Customer Care
Enquiries: 1300 369 233
Email: plugin@clipsal.com.au

Access this document directly:
clipsal.com/brochures

International Enquiries
International Sales and Marketing
Telephone + 61 8 8269 0587
Facsimile + 61 8 8340 7350
E-Mail export@clipsal.com.au

New Zealand
Clipsal Industries (NZ) Ltd
Telephone (09) 576 3403
Facsimile (09) 576 1015
E-Mail headoffi ce@clipsal.co.nz

Customer Service
Free Fax (0508) 250 305
Auckland/Mobile Phone (09) 572 0014
Free Phone (0508) CLIPSAL
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The identified trademarks and copyrights are the property of Clipsal Australia Pty Ltd unless otherwise noted.

CATALOGUE NUMBERS

56EV2/225 - Two gang 
Suits vertical socket mounting 
(112x104x170mm) 2x25mm entry

56EV2/32 - Two gang 
Suits vertical socket mounting 
(112x104x170mm) 32mm entry

56EV2 - Two gang 
Suits vertical socket mounting 
112x104x170mm) 25mm entry

56ED2/25 - Two gang 
Deep enclosure with matching 
entry alignment with 56EV2
(198x101x100mm) 
1x25mm 2x25mm entry.

Back Box only. 

(switches & sockets not included)

COLOUR RANGE

Standard Grey (GY)

Chemical Resistant Orange (RO)

Chemical Resistant White (RW)

Chemical Resistant Grey (CG)

Safety comes first
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