Ball Valve Assembly for 222 or 871PH pH and ORP Sensors

316 ss PROCESS CONNECTION AND HOUSING

<table>
<thead>
<tr>
<th>Description</th>
<th>Part</th>
</tr>
</thead>
<tbody>
<tr>
<td>With Purgeable Housing</td>
<td>BS805JP</td>
</tr>
<tr>
<td>With Nonpurgeable Housing</td>
<td>BS805JN</td>
</tr>
</tbody>
</table>

For dimensional information specific to your sales order, contact your sales representative to order a Certified Dimensional Print (CDP).
TITANIUM PROCESS CONNECTION AND HOUSING

<table>
<thead>
<tr>
<th>Description</th>
<th>Part</th>
</tr>
</thead>
<tbody>
<tr>
<td>With Purgeable Housing</td>
<td>BS805JQ</td>
</tr>
</tbody>
</table>

Minimum space required to remove shaft assembly from ball valve unit.

Purge fittings (2) optional.

1/2 NPT collapsible bushing with 3/8 liquid-tight connector for flexible conduit connection.

Minitmal insertion shaft lengths available on special order.

Housing and shaft assembly material: Titanium

Ball valve material: Kynar

Note

Copyright 1989-2016 Invensys Systems, Inc.
All rights reserved.

Invensys and Foxboro are trademarks of Invensys Limited, its subsidiaries, and affiliates. All other trademarks are the property of their respective owners.

Invensys is now part of Schneider Electric.