For dimensional information specific to your sales order, contact your sales representative to order a Certified Dimensional Print (CDP).
FOUR MOUNTING HOLES 8.84 mm (0.348 in) DIA. TO BE USED FOR MOUNTING ANALYZER TO A SURFACE, OR A DN 50 OR 2 in PIPE. SEE NEXT PAGE FOR FIELD MOUNTING CONFIGURATION.

FOUR CAPTIVE SCREWS USED TO SECURE/REMOVE BOTTOM COVER. REMOVE COVER TO ALLOW ACCESS TO FIELD TERMINALS.

OPTIONAL STORM DOOR SWINGS UP. DOOR PROTECTS FRONT PANEL CONTROLS AND INDICATORS.

FIELD MOUNTING BRACKET PROVIDED WITH EACH ANALYZER.

ATTACH BRACKET TO MOUNTING BOSSES WITH HARDWARE PROVIDED WITH EACH ANALYZER.

TWO KNOCKOUTS, 22 mm (0.870 in) DIA. FOR ADDITIONAL FIELD WIRING ENTRANCE, AS NEEDED.

THREE HOLES, 22 mm (0.870 in) DIA. FOR FIELD WIRING ENTRANCE.

EARTH (GROUND) CONNECTION
PIPE MOUNTING

DN 50 OR 2 in PIPE, (SUPPLIED BY USER)

FLAT WASHER, LOCK WASHER, AND SCREW (4 PLACES)

MOUNTING BRACKET

ENCLOSURE

MOUNTING SURFACE,

MOUNTING BOLTS (4) (SUPPLIED BY USER)

SURFACE MOUNTING

FLAT WASHER, LOCK WASHER, AND SCREW (4 PLACES)

MOUNTING BRACKET

ENCLOSURE

MOUNTING SURFACE,