CLOSING PLATES SUPPLIED FACTORY INSTALLED. REMOVE PRIOR TO CONNECTING BRANCH UNIT AND REINSTALL AT END OF LINE-UP.

HORIZONTAL CROSS BUS SYSTEM INCLUDES EXCLUSIVE VISI-TITE JOINT-NUTS TO MAKE ALL PHASE AND NEUTRAL CONNECTIONS BETWEEN TWO EZM UNITS.

BONDING STRAP PROVIDED (FIELD INSTALL WHEN USED AS SERVICE EQUIPMENT)

GROUND LUG

ADDITIONAL NOTES:
• HANDLE EXTENSION AVAILABLE ORDER KIT AHEXLI, HANDLE IS HINGED, ALLOWING IT TO BE TUCKED UNDER THE DOOR ON THE COVER.
• ALTERNATE LUG KITS AVAILABLE FOR USE ON LINE SIDE OF MOLDED CASE CIRCUIT BREAKER (REFER TO DIGEST 171, PAGE 5-28).
• ALTERNATE NEUTRAL LUG AVAILABLE ORDER ONE (1) KIT MMLK 500 FOR (2) #1/0 AWG-500 KCMIL AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEUTRAL WILL ACCOMMODATE ONE, 2-BARREL LUG ONLY.
• ALTERNATE NEUTRAL LUG AVAILABLE ORDER ONE (1) KIT MMLK 250 FOR (1) #1/0 AWG-600 KCMIL OR (2) #1/0 AWG-250 KCMIL AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEUTRAL WILL ACCOMMODATE TWO, 2-BARREL LUGS ONLY.

KNOCKOUTS

<table>
<thead>
<tr>
<th>SYMBOL</th>
<th>CONDUIT SIZE</th>
<th>IN</th>
<th>MM</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>.50</td>
<td>13</td>
<td>13</td>
</tr>
<tr>
<td>B</td>
<td>.75</td>
<td>19</td>
<td>19</td>
</tr>
<tr>
<td>C</td>
<td>1.50</td>
<td>38</td>
<td>38</td>
</tr>
<tr>
<td>D</td>
<td>2.00</td>
<td>51</td>
<td>51</td>
</tr>
<tr>
<td>E</td>
<td>2.50</td>
<td>64</td>
<td>64</td>
</tr>
<tr>
<td>F</td>
<td>3.00</td>
<td>76</td>
<td>76</td>
</tr>
<tr>
<td>G</td>
<td>3.50</td>
<td>89</td>
<td>89</td>
</tr>
<tr>
<td>H</td>
<td>4.00</td>
<td>102</td>
<td>102</td>
</tr>
</tbody>
</table>

ADDITIONAL NOTES:
• HANDLE EXTENSION AVAILABLE ORDER KIT AHEXLI, HANDLE IS HINGED, ALLOWING IT TO BE TUCKED UNDER THE DOOR ON THE COVER.
• ALTERNATE LUG KITS AVAILABLE FOR USE ON LINE SIDE OF MOLDED CASE CIRCUIT BREAKER (REFER TO DIGEST 171, PAGE 5-28).
• ALTERNATE NEUTRAL LUG AVAILABLE ORDER ONE (1) KIT MMLK 500 FOR (2) #1/0 AWG-500 KCMIL AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEUTRAL WILL ACCOMMODATE ONE, 2-BARREL LUG ONLY.
• ALTERNATE NEUTRAL LUG AVAILABLE ORDER ONE (1) KIT MMLK 250 FOR (1) #1/0 AWG-600 KCMIL OR (2) #1/0 AWG-250 KCMIL AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEUTRAL WILL ACCOMMODATE TWO, 2-BARREL LUGS ONLY.

HANGING MOUNTING RAIL

E, F, G, H, I, J TO A, B

.50 DIA [13] 1.50 [38] 1.72 [44]

TOP MOUNTING BRACKET

.38 DIA [10] 1.71 [44]

BOTTOM MOUNTING BRACKET

.25 DIA [6]

SEAL BRACKET

.42 DIA [11] .10 X .4 SLOT

DUAL DIMENSIONS INCHES MILLIMETERS