NOTES:
- GRAY BAKED ENAMEL
- POWER COAT PAINT OVER CLEANED GALVANIZED STEEL
- MAXIMUM SYSTEM VOLTAGE: 120/240VAC, 100V
- MEETS EUSERC SPECIFICATIONS.
- SUITABLE FOR UNDERGROUND/OVERHEAD SERVICE.

A SQUARE D UL LISTED SECONDARY SURGE ARRESTER MAY PLUG ON TWO ADJACENT SPACES. ORDER CATALOG NO. HOM2175SB

SC2040M200PF

INCHES DUAL DIMENSIONS: MILLIMETERS

LOCATION OF TUNNEL KIT FOR OH SERVICE

MAIN CIRCUIT BREAKER 200A MAX.
BUS RATING 225A MAX.

BRANCH BREAKER TABLE
SEE BRANCH BREAKERS FOR BRANCH WIRE RATINGS

<table>
<thead>
<tr>
<th>CIRCUIT BREAKER LOAD CONDUCTORS</th>
<th>MAX WIRE (AWG/KCMIL)</th>
<th>MAX CIRCUIT BREAKER</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEFT SIDE WITHOUT TUNNEL</td>
<td>300 CU/AL</td>
<td>200A</td>
</tr>
<tr>
<td>LEFT SIDE WITH TUNNEL</td>
<td>#2 CU #2 AL</td>
<td>110A 90A</td>
</tr>
<tr>
<td>RIGHT SIDE</td>
<td>#2 CU #2 AL</td>
<td>110A 90A</td>
</tr>
</tbody>
</table>

NOTES:
- ORDER TUNNEL KIT SEPARATELY (SCTKP20) FOR OH SERVICE.
- IF THE OVERHEAD TUNNEL KIT IS INSTALLED, SEE BRANCH BREAKER TABLE ON THIS DRAWING FOR RESTRICTIONS.

NOTES:
- FINISH - GRAY BAKED ENAMEL
- POWER COAT PAINT OVER CLEANED GALVANIZED STEEL
- MAXIMUM SYSTEM VOLTAGE: 120/240VAC, 100V
- UL LISTED - FILE E-8294
- MEETS EUSERC SPECIFICATIONS.
- SUITABLE FOR UNDERGROUND/OVERHEAD SERVICE.
- ORDER TUNNEL KIT SEPARATELY (SCTKP20) FOR OH SERVICE.
- IF THE OVERHEAD TUNNEL KIT IS INSTALLED, SEE BRANCH BREAKER TABLE ON THIS DRAWING FOR RESTRICTIONS.