NOTES:

1. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE AND LOCAL CODES.
2. PLEASE REFER TO PRODUCT DOCUMENTATION FOR FURTHER INFORMATION.
3. DRAWING DEPICTS POWER SYSTEM CONNECTIONS AND IS NOT REPRESENTATIVE OF PHYSICAL LAYOUT. PLEASE REFER TO MECHANICAL DRAWINGS FOR MORE SPECIFIC PHYSICAL DATA.

4. MUST BE 4-WIRE. EQUIPMENT GROUND PROVIDED SOURCE.

5. - - - - - CABLE PROVIDED BY OTHERS.

6. INPUT OVERCURRENT PROTECTION AND CORDING MUST BE INSTALLED FOR A FULLY RATED 20KW SYMMETRY. 30A. INPUT OVERCURRENT PROTECTION IS BASED ON 80% RATING ANY DEVIATION PLEASE CONTACT SCHNEIDER ELECTRIC.

7. AC POWER CABLEING IS 4-WIRE. EQUIPMENT GROUND AT 208VAC. 30A.

8. OUTPUT DISTRIBUTION CIRCUIT BREAKERS ARE OPTIONAL AND ARE NOT PROVIDED WITH THE UNIT.