SIGNAL CABLE CONNECTIONS

CONNECT SIGNAL CABLES 18AWG (NOT SUPPLIED) BETWEEN THE MAINTENANCE BYPASS SWITCH MBB AND UPS1 UPS2.
USE ONE OF THE TWO METHODS SHOWN BELOW.

MAINTENANCE BYPASS PANEL

UNIT OUTPUT SWITCH 1 (U031)

UNIT OUTPUT SWITCH 2 (U032)

MAINTENANCE BYPASS PANEL

UPS 1

MBB

AUX SWITCH 1

1 2 3 4

J5

424_DRY

GEN_CONNECTED

GND_DRY

UPS 2

AUX SWITCH 2

1 2 3 4

J5

424_DRY

GEN_CONNECTED

GND_DRY

MAINTENANCE BYPASS PANEL

UPS 1

MBB

AUX SWITCH 1

1 2 3 4

J6

BCB_DRY

BCB_CONT

J7

GND_DRY

BCB_ONL

UPS 2

AUX SWITCH 2

1 2 3 4

J6

BCB_DRY

BCB_CONT

J7

GND_DRY

BCB_ONL

NOTES:
1. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE AND LOCAL ELECTRICAL REGULATIONS.
2. PLEASE REFER TO PRODUCT MANUALS FOR ADDITIONAL DETAILS PRIOR TO INSTALLATION AND SITE PREPARATION WORK.
3. ALL DIMENSIONS ARE IN MILLIMETERS.
4. REFER TO WIRING DIAGRAM FOR CONTROL AND COMMUNICATION INTERFACE DETAILS.

THIS DRAWING AND SPECIFICATIONS HEREIN ARE THE PROPERTY OF SCHNEIDER ELECTRIC AND SHALL NOT BE COPIED, REPRODUCED OR USED IN WHOLE OR IN PART AS THE BASIS FOR THE MANUFACTURE OR SALE OF ITEM WITHOUT WRITTEN PERMISSION FROM SCHNEIDER ELECTRIC. THIS DRAWING IS BASED UPON CURRENT AVAILABLE INFORMATION AND IS SUBJECT TO CHANGE WITHOUT NOTICE.