ISX Modular Power Distribution Unit

1. SYSTEM MAINS SUPPLY RATING

Mains voltage: 3/N/PE-400V/230V, 47-63Hz
Control Voltage: 24V at 50Hz
Short-circuit current Icc: 10 kA
Feed: Single

2. SYSTEM EARTHING

The system earthing is TN-S with L1,L2,L3,N,PE at both inlets and outlets

3. STANDARDS

The ISX PDU is built according to: IEC/EN60950

4. ENVIRONMENTS

The assembly is made for an ambient temperature of:
□ Max: +40°C

5. ENCLOSURE

The enclosure of the assembly is: IP20 and Form 1
The assembly material is: Steel with Surface coating

6. POSITIONING

The assembly is made for indoor installation on floor

7. DIMENSIONS AND WEIGHTS

Height: 219 mm
Width: 483 mm
Depth: 711 mm
Weight: 30.14 kg

8. CABLE ENTRIES

Inlets:
□ Top  □ Bottom  □ Sides

Outlets:
□ Top  □ Bottom  □ Sides

9. CONNECTIONS

Power Circuits:
Input  Output
□ □ Component terminals
□ □ Busbar

Control Circuits:
□ □ Terminals
NEW TEXT
COMMUNICATION INTERFACE
REFER TO DETAIL-B

REAR VIEW

NORMAL
CHECK LOG
WARNING
CRITICAL

DETAIL-A (DISPLAY)

DETAIL-B (COMMUNICATION INTERFACE)