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Choisir son emplacement / Placement of the core unit / Lugar y forma de instalación

1

Montage sur DIN /  DIN mounting / Montaje sobre carril DIN

Schneider Electric Industries SAS 
89 boulevard Franklin Roosevelt 
F - 92500 Rueil Malmaison (France) 
Tel : +33 (0)1 41 29 85 00 
www.schneider-electric.com 

Ce produit doit être installé, raccordé et utilisé en respectant les normes et/ou les 
règlements d’installation en vigueur. 
En raison de l’évolution des normes et du matériel, les caractéristiques et cotes 
d’encombrement données ne nous engagent qu’après confirmation par nos services. 

This product must be installed, connected and used in compliance with 
prevalling standards and/or installation regulations. 
As standards, specifications and designs develop from time to time, 
always ask for confirmation of the information given in this publication. 

Ressources /
Inputs / Entradas

Longueurs des liaisons / cable 
lengths / Longitud de los enlaces
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VDI835014Module DELTA 8 / Core unit DELTA 8 
/ Modulo DELTA 8

réf. :  VDI 633 017 enfr
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Installation en armoire 10” / 10” racking / Montaje en armario 10”

Installation murale / Wall mounting / Montaje sobre muro
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Câblage / Wiring / Cableado

Alimentation & Mise à la terre / Power supply & Grounding / Alimentacion & Puesta a tierra
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Chaîner 2 modules / Stacking 2 unit / Conexión de 2 Delta 8
VDI646033

21 21 21

Du port de sécurité du 1er module au port téléphone 1 du second.
From security port of the 1st unit to telephone line 1 of the second.

Del Puerto de seguridad del 1er Delta 8 a la línea 1 telefónica del segundo.

Phone Data TV

Raccordement des ressources / Input connection / Conexión de las Entradas
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