
DEVICE RATINGS (SCHNEIDER ELECTRIC MAKE)
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OF AUX. 
SWITCH 

(NC)

DEVICE ID AND QUANTITY IN EACH SKU

RATING  
(A) DESCRIPTION MODEL/ TYPE

YUASA CSB

G3HT10K3IB1S (10 min) NPW45-12    
(32 blocks)

GP1272     
(32 blocks)

G3HT10K3IB2S (30 min) NPW45-12    
(64 blocks)

GP1272     
(64 blocks)

G3HT15K3IB1S (10 min) NPW45-12    
(32 blocks)

GP12120    
(32 blocks)

G3HT15K3IB2S ((30 min) NPW45-12    
(90 blocks)

GP1272     
(90 blocks)

Runtime Details
Type and quantity of 

battery                 SKU Number/        
(Runtime in Minutes) 



Mains Input Voltage     : 400V AC 3Ph 50Hz Output Voltage                  :230V AC 1Ph 50Hz
Bypass Input Voltage   : 230V AC 1Ph 50Hz Battery-Nominal Voltage : +/-192V DC(16blocks), +/-180V DC (15blocks)

System 
Bypass Input  

(230V-1Ph, 
50Hz)

Recommended External 
Input Over current 
Protection Device 

(Breaker)

Recommended External Output   Over 
current Protection Device (Breaker)

Nominal 
Current(A)

Maximum 
Current(A)

Nominal 
Current(A)

Nominal Ouput 
(kW) 

Nominal 
Current(A)

16   
Blocks

15   
Blocks Mains Input

System output / Individual UPS 
Output

G3HT10K3IB1S
G3HT10K3IB2S
G3HT10K3IS6

G3HT15K3IB1S
G3HT15K3IB2S
G3HT15K3IS6

G3HT20K3IB1S
G3HT20K3IB2S
G3HT20K3IS6

G3HT30K3IB1S
G3HT30K3IB2S
G3HT30K3IS6

Notes.
   1. Nominal Input current based on nominal mains voltage + batteries fully charged at rated load.
   2. Maximum Input current based on fully battery recharge + nominal mains voltage at rated load.
   3. Suggested input overcurrent protection based on continuous full load.
   4. Nominal battery voltage assumed to be 2.0 volts/ cell (lead technology)
   5. Over current protection device rating selection based on Nominal input current is acceptable provided battery recharge time is short.
      Consult APC by Schneider Electric for application specific assistance.
   6. SKUs - contains no batteries.
   7. The C65 series breakers must be used in China and the C60 series breakers must be used in rest of the world.

C120H-D-4P-80A

46

25

35 37

17.5

NSX250F TM250D 4P

20kVA/16kW 25 31 NSX250F TM200D 4P50

70 74

C120H-D-4P-125A65.2

Battery  
Current(A)        

30kVA/24kW 38 43 130.4

24

System Mains Input  
(400V-3Ph, 50Hz)

10kVA/8kW 12.5

C65N-B-2P-50A/C60N-B-2P-50A  
C65N-C-2P-25A/C60N-C-2P-25A

43.5

30kVA/ 24kW

43.5

65.2

130.4

20kVA/ 16kW 8787

10kVA/ 8kW
C65N-B-2P-25A/C60N-B-2P-25A  
C65N-C-2P-10A/C60N-C-2P-10A

Galaxy 300® 10kVA to 30kVA UPS 2 Module N+1 (3 phase input and Single phase output) Site Planning Data

C65N-B-2P-32A/C60N-B-2P-32A  
C65N-C-2P-16A/C60N-C-2P-16A

15kVA/ 12kW

UPS Rating  SKU Number

System Output

23

15kVA/12kW 19

Recommended Cable Sizes
Description \ kVA

min max min max min max min max
Mains/Utility input (mm2) 16 35 25 35 35 90 70 90
Mains Neutral input (mm2) 16 35 25 35 35 90 70 90
AC output (mm2) 16 35 25 35 35 90 70 90
Notes
1. The cable sizes are based on an enviroment with an ambient max temperature of 35° C
2. Only copper cables are consided.

20kVA 30kVA10kVA 15kVA



DEVICE RATINGS (SCHNEIDER ELECTRIC MAKE)
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1(QOP) 1(QOP) 1(QOP) 100 AC SWITCH 4 POLE APA15093 1

1(QB) 1(QB) 1(QB) 125 AC SWITCH 3 POLE APA15059 1
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100 AC SWITCH 2 POLE APA15091 1

1(QM1) 1(QM1) 1(QM1) 80 AC SWITCH 4 POLE APA15022 0

NUMBER 
OF AUX. 
SWITCH 

(NC)

DEVICE ID AND 
QUANTITY IN EACH SKU

RATING  
(A) DESCRIPTION MODEL/ 

TYPE

YUASA CSB

G3HT20K3IB1S (10 min) NPW45-12    
(64 blocks)

GP1272     
(64 blocks)

G3HT20K3IB2S (25 min) NPW45-12    
(90 blocks)

GP12120    
(64 blocks)

G3HT30K3IB1S (10 min) NPW45-12    
(90 blocks)

GP1272     
(90 blocks)

G3HT30K3IB2S ((25 min) NPW45-12    
(150 blocks)

GP12120    
(90 blocks)

Runtime Details

SKU Number/        
(Runtime in Minutes) 

Type and quantity of 
battery                 


	10-20kVA
	30kVA
	Site Planning Data

