NOTES:
1. INSTALLATION MUST COMPLY ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL REGULATIONS.
2. PLEASE REFER TO PRODUCT MANUAL FOR DETAILED INFORMATION.
3. ALL DIMENSIONS ARE IN MILLIMETERS, UNLESS OTHERWISE SPECIFIED.
4. CABLE ENTRY IS FROM THE BOTTOM OF THE CABINET.
5. NET WEIGHT OF THE ENCLOSURE WITH BATTERY UNITS INSTALLED IS 1025 kg.
6. CGG DETAILS:

<table>
<thead>
<tr>
<th>CENTER OF GRAVITY</th>
<th>WITH BATTERIES</th>
</tr>
</thead>
<tbody>
<tr>
<td>X DISTANCE</td>
<td>356 mm</td>
</tr>
<tr>
<td>Y DISTANCE</td>
<td>850 mm</td>
</tr>
<tr>
<td>Z DISTANCE</td>
<td>360 mm</td>
</tr>
</tbody>
</table>
NOTES:
1. INSTALLATION MUST COMPLY ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL REGULATIONS
2. PLEASE REFER TO PRODUCT MANUAL FOR DETAILED INFORMATION.
3. ALL DIMENSIONS ARE IN MILLIMETERS, UNLESS OTHERWISE SPECIFIED.
NOTES:
1. INSTALLATION MUST COMPLY ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL REGULATIONS.
2. PLEASE REFER TO PRODUCT MANUAL FOR DETAILED INFORMATION.
3. ALL DIMENSIONS ARE IN MILLIMETERS, UNLESS OTHERWISE SPECIFIED.