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ESM Range

ESM31/1/2A 1 Gang 1 Way 10A Switch*
ESM31/2/3A 1 Gang 2 Way 10A Switch*
ESM32/1/2A 2 Gang 1 Way 10A Switch*
ESM32/2/3A 2 Gang 2 Way 10A Switch*
ESM33/1/2A 3 Gang 1 Way 10A Switch*
ESM33/2/3A 3 Gang 2 Way 10A Switch*
ESM34/1/2A 4 Gang 1 Way 10A Switch*
ESM34/2/3A 4 Gang 2 Way 10A Switch*
ESM31IA 1 Gang Intermediate 10A Switch*

ESM31D20A 1 Gang Double Pole 20A Switch  (Also known as ESM31D20A_G11)

ESM32D20NA 2 Gang Double Pole 20A Switch c/w Neon
 (Also known as ESM32D20NAR_G11)

ESM31RJ64SM  1 Gang 6 Wire 4 Connection RJ11 Socket*
  (Also known as ESM31RJ64_G11)

ESM31RJ88SMA5 1 Gang 8 Wire 8 Connection RJ45 Socket - Cat 5*
  (Also known as ESM31RJ88SMA5_G11)

ESM15 1 Gang 13A Switched Socket*  (Also known as ESM15_G11)

ESM15/15 1 Gang 15A Switched Socket*  (Also known as ESM15_15_G11)

ESM15N 1 Gang 13A Switched Socket c/w Neon*  (Also known as ESM15N_G11)

ESM25 Twin Gang 13A Switched Socket**  (Also known as ESM25_G11)

The ESM Metal Clad Range is designed to withstand adverse conditions  
through the use of durable and high quality Epoxy Powder coated metal plate.
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Features and benefits of ESM Range: 
• Tough in Galvabond with attractive grey epoxy finishing.
• With high impact and knocks.
• Easy mounting (2 screws only) come with mounting box and earth.
• All exposed metal parts bonded to earth.
• Multi conduit holes for easy installation.
• Compatible with wide choice of  switches, sockets, grids and fuse connectors.
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Socket Outlets

*  Surface Mounted with Epoxy Powder Coated Metal Plate and Box 60.3mm mounting centres.
** Surface Mounted with Epoxy Powder Coated Metal Plate and Box 120.6mm mounting centres. Ovarall dimensions 92mm x 143mm x 45mm deep.
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