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PRODUCTS
CLASS 3211 07 - INDUSTRIAL CONTROL EQUIPMENT - Miscellaneous Apparatus

Audible signaling horn, open type, for industrial control equipment:
• Model XVS14BMW, rated input 12/24 Vdc, 0.25/0.35 A.
• Models XVS14GMW and XVS14MMW, rated input 120 or 240 Vac, 0.25/0.35 A.
• Models XVS72BMBP, XVS72BMWP, XVS72BMBN and XVS72BMWN, rated input 12 Vac/dc, 1.9/1.4 W,

or 24 Vac/dc, 4.8/3.0 W.
• Models XVS96BMBP, XVS96BMWP, XVS96BMBN and XVS96BMWN, rated input 12 Vac/dc, 3.5/3.0 W,

or 24 Vac/dc, 8.5/7.0 W.
• Models XVS10BMW, XVS10GMW and XVS10MMW, rated input 12-24 Vac/dc, 0.5/0.3 A; 120 or 240 Vac,

0.08/0.04 A.  Enclosure Type 12.

Notes:

These devices are certified as open type devices for use only in Certified industrial control equipment where the
acceptability of combination is to be determined by CSA International.

APPLICABLE REQUIREMENTS

CSA-C22.2 No. 14-10 - Industrial Control Equipment

CAN/CSA-C22.2 No. 94-M91 - Special Purpose Enclosures


