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Issued to: Schneider Electric Industries S A, DBA Telemecanique 

8001 Knightdale Blvd 
Knightdale NC 27545 

  

This is to certify that

representative samples of

 MOTOR CONTROLLERS, MANUAL 

See Addendum Page For Models 
  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: UL 60947-4-1, Low-Voltage Switchgear and Controlgear 
Additional Information: See the UL Online Certifications Directory at 

www.ul.com/database for additional information 
 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Manual Motor Controllers (MMC) Type TeSys GV4P, may be followed by E, may be followed by M, 
followed by 02, 03, 07, 12, 25, 50, 80 or 115, followed by B, N or S. 
 
Manual Motor Controllers (MMC) Type TeSys GV4P, may be followed by E, may be followed by M, 
followed by 50, 80 or 115, followed by B, N or S, followed by 6. 
 
USL - Accessories: 
  Open Door shaft operator – LV426937 
  Phase barriers – LV426920 
   Long terminal shield – LAD96590 
  Crimp Lug connector – GV4LUG  
  Everlink Connector – LAD96595  
 


