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INTRODUCTION
This bulletin describes how to remove an existing latch pin from a motor 
control center (MCC) unit and replace it with the new latch pin in this kit. The 
existing latch pin is made of molded black plastic and is located inside the 
MCC unit in the top right corner behind the control station plate.

REMOVE THE EXISTING LATCH PIN
1. Turn off all power supplying the equipment. 

2. Remove the unit from the MCC structure.  Refer to the MCC instruction 
bulletin (8998IM9201_ or 80459-641-01_) for removal procedures.

3. Remove the existing latch pin and the two rivets that secure it (see 
Figure 1).

PREPARE THE INSTALLATION AREA
1. Align the paper template (provided in this kit) as shown in Figure 2. Use the 

alignment circles on the template and the rivet holes used by the original 
latch pin. NOTE: To simplify the process, punch holes in the alignment circles 
on the template, with the nail end of the rivet provided, before using the 
template.

2. The center hole on the template with an “X” in it represents the location 
of the latch pin. Using a #26 bit, drill a 0.147-inch diameter hole in the 
center of the “X” location.

INSTALL THE NEW LATCH PIN
1. Insert the 1/8-inch pop rivet through the new 0.147-inch hole (see Figure 2).

2. Ensure that the latch pin is flush against the inside wall of the MCC unit 
and secure the rivet.

3. Remove any shavings from the unit and return it to service.

HAZARD OF ELECTRIC SHOCK, BURN, OR 
EXPLOSION
• This equipment must be installed and 

serviced only by qualified electrical 
personnel.

• Turn off all power supplying this equipment 
before working on or inside.

• Always use a properly rated voltage sensing 
device to confirm that all power is off.

• Replace all devices, doors, and covers 
before turning on power to this equipment.

Failure to follow these instructions will 
result in death or serious injury.

DANGER
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Figure 1: Existing Latch Pin

Figure 2: Template Alignment and Riveting
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California Proposition 65 Warning—Nickel Compounds and 
Bisphenol A (BPA)
Advertencia de la Proposición 65 de California—
compuestos de níquel y Bisfenol A (BPA)
Avertissement concernant la Proposition 65 de Californie—
composés de nickel et Bisphénol A (BPA)
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WARNING: This product can 
expose you to chemicals 
including Nickel compounds, 
which are known to the State of 
California to cause cancer, and 
Bisphenol A (BPA), which is 
known to the State of California 
to cause birth defects or other 
reproductive harm. For more 
information go to 
www.P65Warnings.ca.gov.

ADVERTENCIA: Este producto 
puede exponerle a químicos 
incluyendo compuestos de níquel, que 
son conocidos por el Estado de 
California como causantes de cáncer, 
y Bisfenol A (BPA), que es conocido 
por el Estado de California como 
causante de defectos de nacimiento u 
otros daños reproductivos. Para 
mayor información, visite 
www.P65Warnings.ca.gov.

AVERTISSEMENT: Ce produit peut 
vous exposer à des agents chimiques, y 
compris composés de nickel, identifiés 
par l'État de Californie comme pouvant 
causer le cancer, et Bisphénol A (BPA) 
reconnus par l'État de Californie comme 
pouvant causer des malformations 
congénitales ou autres troubles de 
l'appareil reproducteur. Pour de plus 
amples informations, prière de 
consulter www.P65Warnings.ca.gov.

http://www.p65warnings.ca.gov/
http://www.p65warnings.ca.gov/
http://www.p65warnings.ca.gov/
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