
MTN6221-0325

Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
S

A
S

 n
or

 a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Product data sheet
Characteristics

 1

Room temperature control unit for properties, active 
white, glossy, System M
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MTN6221-0325
Room temperature control unit for properties, active white, glossy, System M

Main
For System M.
KNX room temperature control unit for properties with integrated bus coupler. Depending on the operating mode, the 
current temperature setpoint value and the actual room temperature, a control value for the heating or cooling control 
unit is transmitted to the KNX. The temperature can optionally be measured by the internal or by an external bus tem-
perature sensor.
 

Complementary
The room temperature control unit can be used for heating and cooling with infinitely adjustable KNX valve drives or 
to trigger switch actuators and heating actuators. Operating mode, nominal value, control function settings made only 
via the bus  The device does not have any operating and display elements.
With integrated bus coupler. The bus is connected using a bus connecting terminal.
 
KNX software functions:  
Functions of the room temperature control unit:
Controller type: 2-step control, continuous PI controller, switching PI controller (PWM)
Output: continuous in the range 0 to 100% or switching ON/OFF
Controller mode:
• Heating with one controller output
• Cooling with one controller output
• Heating and cooling with separate controller outputs
• Heating and cooling with one controller output
• 2-step heating with 2 control outputs
• 2-step cooling with 2 control outputs
• 2-step heating and cooling with 4 control outputs
Operating modes: Comfort, comfort extension, standby, night reduction, frost/heat protection
Move all setpoints, save all setpoint temperatures and operating modes when reset, external temperature monitoring, 
additional output of the control value as 1 byte value on the PWM.
Monitoring function for the actual temperature, valve protection function. 
Operation: only via bus telegrams.
 
Contents: With bus connecting terminal and supporting plate. With protective hood for plaster.
 
Material : Thermoplastic brillant, antibacterial.
Colour: similar RAL 9016.
 
Colour: active white, glossy
 


