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| mportant Safety I nformati on
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ADANGER

DANGERndi cates a hazardous siwiulalt iroehe avthth cidhn S dr in@u S

AWARNI| NG

WA RNING indicates a h @aa r dscsituation w hich, if n ¢ avoide dcould re siltin d eth or seriou snjury .

ACAUTI ON

C AUTIO Nin dtates a hazardo 8 situ &ion w hich, if n davoid e,aco Ud re siltin min ocormo d ete ian j. u

NOTICE is used to a diress p rctices n or latedto p ly &a Injury .

Prod#Wandl i ng Guidelines

<18 kg 18-32 kg Ad2 3255ke >55 kg
<40 1b 40-70 1b WU 70-120 b >120 Ib



Safety and Gener al |l nf or mat i

SAVE THESE INSTRUCTIONS

This manual contains important instructions that shoul
batteries.
Il nspect the packadompt dryt ¢ ihtes caponer and dealer i f ther

A This UPS is for indoor usenly.

A Do not operate this UPS in direct sunlight, in contact with fluddsyhere there is excessive dust or high
humidity.

A Do not operate the UPS near open windowsamrs.
A Be sure the air vents on the UPS are not blocked. Allow adespeatefor properventilation.
Note: Allow a minimum of 20 cm clearance on all four sideshafUPS.

A Environmental factors impact battery life. Elevated ambient temperatures, poor quality utility power, and
frequent discharges will shorten battery life. Ballthe tattery manufacturer recommendations.

A Connect the UPS power cable directly to a wall outlet. Do not use surge protectors or extension cords.
Electrical Safety
AWhen grounding cannot be verified, disconnect the equipment from the utility powerbmitss installing
or connecting to other equipment. Reconnect the power cord only after all connections are made.
A Connection to the branch circuit (mains) must be performeaidonalified electrician.

A The protective earth conductor for the UPS carriesahkagecurrentfrom the load devices (computer
equipment) An insulatedgroundconductoris to beinstalledaspartof thebranchcircuit thatsupplies the
UPS. The conductor must have the same size and insulation maséhialgrounded andngrounded
branch circuit supply conductorBhe conductor will be green and with or without a yellstvipe.

A The grounding conductor is to be grounded to earth atehéceequipment, or if supplied by a separately
derived system, at thleapplytransformer or motor generatset

Battery Safety

ACAUTI ON

RISK OF HYDROGEN SULPHIDE GAS AND EXCESSIVE SMOKE

ARepIace the battery at least every 5 years.

ARepIace the battery immediately when the UPS indicates battery replacement is necessary.

ARepIace battery at the end of its service life.

ARepIace batteries with the same number and type of batteries as originally installed in the equipment.

ARepIace the battery immediately when the UPS indicates a battery over-temperature condition, or UPS internal over-
temperature, or when there is evidence of electrolyte leakage. Power off the UPS, unplug it from the AC input, and
disconnect the batteries. Do not operate the UPS until the batteries have been replaced.

ARepI ace all batterymmdbdudiué¢ ®si f i Bt eadmalg Bdatet ery Packs) w
installing additional battery packs or replacing the ba

Failure to follow these instructions can result in minor or moderate injury and equipment damage.

A Servidng of user replaceable batteries should be performed or supervised by personnel knowledgeable
about batteries and required precautions. In this case, batteries is not user replace.

A Schneider Electric uses Maintenasfeee sealed Lead Acid batteries. Undermal use and handling, there
is no contact with the internal components of the batteries. Over charging, over heating or other misuse of
batteries can result in a discharge of battery electrolyte. Released electrolyte is toxic and may be harmful to
theskin and eyes.

A Use tool with insulated handles;
AWear rubber gloves and boots;

A Determine if battery is either intentionally or inadvertently grounded. Contact with any part of a grounded battery
can result in electric shock and burns by high shiocuit current. The risk of such hazards can be reduced if
grounds are removed during installation and maintenance by a skilled .person
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Radi o Freqguency Warning

This a product for commercial and industrieashtrapgplioaat io
additional measures may be needed to prevent disturban

Product Description

Th®chnei deEadlfP®8citsia high

performance, uninterruptible
protection for eluwtcitlriotnyi cp cevgauri pbmleancak cduwtosm br ownout s, s
fluctuations and | arge disturbances. The UPS idl sua igriaw

power rmromnuimalgets® or the batdteries are fully discharge

This user manuadndlsosedidadbdme ohatiihen d€ED &hdconi thwebs
wwvs.c hneil éek oimc

Package Contents

ReadSahet ybe&fuode ngnstthad TUPS
The packagahbnlge ;i ss arveecdyicsipbose okbuse properl y.

oE

2f or UPS,
Raem(ouhirtacke

® ®
s"~

(8or UPS, 8 Yo

(1)
Fl at head s

Softwar e,
document ati

D
USB cabl e RS232 cabl ¢

Optional Accessories

For optional accessories, refer to the Schneider Electric Website asweviv.n € il @& ecdmr. i ¢

Easy BRB8Ser iRms&000,Y¥®@00VA 3



Speci fiscati on

Environment Specifications

RISK OF EQUIPMENT DAMAGE

A UPS must be used indoors only.
A The installation location should be sturdy to withstand the weight of the UPS.
Do not operate UPS where there is excessive dust or where the temperature or humidity are outside specified limits.

Failure to follow these instructions can result in equipment damage.

Temper a/Operat|{0A to 40lACacdt r at
4 0 A45tALCi n edeerr layt 5%do f 1
maxi mum alpaad t y.
45A t0OAC 5 n eleerr lay7%%do f 1
maxi mum alpaad t y.
Storag|-18 GAC

This unit is intendedor indoor use
only. Selectalocation sturdy enough
to handle thawveight.

Do not operate UP®%herethere is
excessive dusir where the
temperature onumidity are outside

El evati|]Oper at|0-1,000 m:normaloperation specifiedlimits.
1,000- 3,000 m: Thdoadreduces @ | Not@h ar gea ttthedy | €
1% atanincreased height advery ever moatdis s hgr ag
100m

> 3,000 mMowudP & wi
Storag|0-15, 000 m

Humi di t Ot 85 e | &atuinv a io-hy,
condensing
| P Rati I P20

Physical Specifications

UP&odel SR8BRac6R00VA SR8Raclk0 0 0 VA

Di menswiia|UPS 60m@m(23. 8240 )mm ((60M@m( 23. 824 0 ) mm (

package X 760 mm (29.92 |x 760 mm (29.92

Height x|Battery56mm(22. 224%m )mm (|(56@m( 22. 224 % )mm (
X 836 mm (32.91 |x 836 mm (32.91

Di mensi o|UPS 43@m (17.2 in) x|43@m (17.2 in) X

without i nplem ( 2i4n)21 in) x 615 mm (24

Wi dt h x Battery 43@m (17.2 in) x|43@m (17.2 in) x

Dept h i nylmm ( 2i7n)95 i nylimm ( 2i7n)95

Wei ght w| UPS 18kyg 20kg

package Batteryb53kg 59k g

Wei ght w| UPS 14kg 16kg

package Battery4Kg 53k g

Lifting guidelines 3255 ngngOb) >55kg (>1201b)

I\
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Input/Output Specifications

UPS Model SRBRacRO6 VA | SR8Raclk0 00 VA
Input Vol tage 230 Noangi nal
Freaquen 5MHzZ 60 Hz
Input Voltage Range . ~ 0
(100% load) 17 6/aic3 0ValN 3%
0, ~
llggg)tVoltageRangeGOA 110 iBOMal 3%
Input Power Factor (100% s o
resistive load) O 0at 209% load
Input Protection Theranarlcuit breaker
Output UPS Capacity 6000 6/60/ W | 1000 WAOU W
Nominal Output Voltage 230 Vac
Other Programmable
Voltage 220 xae, Vac
Efficiency at rated load 94% max.
Output Voltage Regulatior N 1s% at i c
A 1% max. for full l'inear 1o
. . A 4% max. for fulVAORBMD | oad
Output Voltage Distortion A 15% for the | ast &0 fhswa ddind
only for btahd eirrnyt)yer nal
Frequency On Battery 50 Hz. IN Hz 0. &0HHz N
Frequencyi AC Mode 50 HAHzN/4 6MHzHz N 4
Crest Factor 3:1
Waveform Sinewave
Output Connection Ter mi nal
Bypass I nternal bypass
Bypass Range 185 i\2ah¥alN1%
Battery
UPS Model SRBRacRO6 VA | SR8Raclk0 00 VA
Configuration Ext elrantatler vy
Type Seal ed mainten Seal ed mai nten
122/7Ah 12/9Ah
Bat tBearnyk Vol t age 19\ 19\
Front PRPiasigll ay
? “ ? 0 UPS Power On/
— — # sSstatus LED
= B S 0 LCD Display
i [ s
e et v Mut e/ Esc butt
gm!!ﬁ@ (’
0 o AU S @ Enter button
ﬁIBBBZ ® uUp / Dwtwnon
Abr ImED
o— ;’w‘c- ;x-nl T A > 0
0O—(— = =3 C

Easy
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Rear Panel Featur es

SRBRack 6000VA/10000VA

[ s — .

& ez | i -Q-jé @_
8 - A — %)
0 USB port 0
A R:232

0 Emer gRhoawgr Off (EPO@
0 Battery connector @
@ Intelligent card slm
@ External maintenanc@
0 I nput circuit break@

Basic Connectors

Ter mi nal Vi ew

I nput/ Out pet eaasemin
Terminal view for t
Qut petminal s
Ground terminal

I nput & er mi nal

OQut put breaker

Ground screw

“ 8, Power management software
cono|

(S| ©Ofsee)O [ with the UPS.

USB Serial porlUse only interface kits s

sl ot ca

Schnei der El ectric.
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RacMount | nstall ati on

Refer tochdiret bbBdawdndd battery pack into 190 rack encl o

ACAUTI ON
RISK OF DROPPED OR FALLING EQUIPMENT

APractice correct lifting techniques adequate for the weight of the equipment.

Alnstall battery pack at the bottom of the rack.

Alnstall the UPS above the battery pack.

A secure the rack-mount brackets to the unit using all of the screws supplied for this purpose.
Asecure the unit in the rack using all of the screws supplied for this purpose.

Failure to follow these instructions could result in equipment damage and minor or moderate injury.

@ Secure two brackets t 8 Lift tobeduUBSamd sl ide
the bHséeeB8ByspaeWws I Secure the UPS modul e

and washers (not suppl

mounting brackets into

NOTEsi ven the heavy wreoiugnhtt ,brtahcek eutsse iosf nraancdkat ory duri
Lshaped s ) . For the samebatpambie, iintstiad | reelc 6 mmae
part of t kalcabainketkit accessory could be purch

StartSetypi ngs

Attach the front bezel

The UPS and battery pack are shipped without fioeael Pleasattach

the frontbezelfirst before use (shown at right)

P Batt
Connect the battery UPS attery

Connect UPS to the external battery pack with suppli

AHHFHH.‘. .‘
SR %
2

LEEL] S
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Connect power and equipment to the UPS

ACAUTI ON

HAZARD OF ELECTRIC SHOCK

AAIl electrical work must be performed by a qualified electrician.

AAdhere to all national and local electrical codes.

ADisconnect the mains power and internal batteries before installing or servicing the UPS or connected equipment.
AUPS AC hardwired and pluggable outlets may be energized by remote or automatic control at any time.

ADo not use the UPS as safety disconnect.

ATurn off all power to this equipment before working on the equipment. Practice lockout/tagout procedures.
ADo not wear jewelry when working with electrical equipment.

Failure to follow these instructions can result in minor or moderate injury.

cords.
UPS.

tensi
to

1. Connect
2.Connect
3. Swi tch

Start the UPS

PresC @ hbeutltomaned he fortohnet UPaSn e |
The batterycaparrdgdy tdaur9m% t he first
Do eapect full battery run capability

on
t he

uUanSM\ecmltdtw3|
nput wutility

eq g
i 0
n the input util

e X
power
0 ility

hour s
ng thi

five
dur i

Cold start the UPS

Use cold start feature to suppPyapaweri etso connec
Pres{ % heut.t olmheédei,spl ay ipanuemi nwaitleC—2 ] Pu tetdsgss ignhpep | y
bat pewtethceonn extud d me nt

Connect and install management software

Easy SRBEs provided wit
shutdown, UPS monitori
typi cal server installl

Schneider UPS management
UPS

control and energy

1. Connkeet USB offn

—
UPto the protect
server.

cabl

For a server or oth
operating system, |
CD and fobtowatphsebd
instructions.

A b4ainl lserQ@

availabl e f r
options wit

g)los tal

addi t

0]
h seri al

more communica
avail abl eiwianthbhkl b
sl ot. wWRed.emne€beerk oir
for more information.

Even
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Emergency Power Off

The Emergency Power Off WEPIO)Ii mmedit abelay br aembeetpede kh
When EPO button is pushed, all connected equipment wi l

Adhere to all nati onal and | ocal electrical codes. Wi r
The ERQ@hswis internally powepewebgdt bwewi UPISes oor upet eent h

Normally closed (N/C) contacts

1. Remove the EPO connector screws ben and 2

2. Remove the metal l'ink between pins

3. Connect N/ C relay contacts between 2 of t
0.5 twil emm

4, Secure the EPO connector screws and 2

If the N/C is open, the UPS will turn off and power widl lemoved from the load. 2

EQUIPMENT DAMAGE
A Do not connect the EPO interface to any circuit other than a unused circuit.
Failure to follow these instructions can result in equipment damage.

The EPO in
EPO interf
by a switc
interface

terface is a Safety Extra Low Voltage (SELV)
ace monitors circuits that have no determine
h or treed afyr opm otpheer | wt iilsiotlyaa. To avoid damage tc
to any circuit other than a unused circuit.

Use one of the following cable types to connect the UP
A CL2: Class 2 cable for general use.
A CL2P: Plleenufrorcawbse in ducts, plenums, and other s
A CL2R: Ri ser cabl e for-twde oirn sahavfer.ti cal run in a
A CLEX: Limited use cable for use in dwellings and for use in raceways.

Mai ntenance Bypass

Mai ntenance bypassotanakel ¢ehetleéeacseonio circuitry of toh
interrupting the | oad operation by connecting the | oad

AThis feature is usaffehawhkiel erpsrefoi mengnmashall only
Service Personnel

A During Maintenance Bypass operation; in case of any n
deenergized. Maintenance BypadesrOpefatri tonghouwimed met.

Easy BRB8Ser iRms&000,Y¥®@00VA 9



Operati on

Using The Display

TheBaedJPS model s are equipped with an intuitive and con
software interface as they convey fsiignirleart henflWR Snad & totni |
The display consists of the following keys and indicat

€

7

& T3 A
€[ =
o AU ':.*“;5

o_._f Wt e )
(5 S

" e
our ~
AT "e

Ah . . wa

I A

—“.“[1V1‘>—0

\ J

UPS Power On/ , Press this button to turn o
0 , Press and hold thistbutthown
UPS
, Presduthionm alt eer.mes et
Status LED The Status LED illuminates green when the power is on. This

®

LED indicates two different states of outgdwer:
Output off: LED blinks.PresfPower On/Offbuttonto
turn the output poweon.
Output on: LED illuminates greerontinuously.

LCD Displ ay

The display interface optPoa

9 thor buttenactivate 1
di sphaiyl liusmi nat ed.
Mute/ Esc butt , Tacknowl edglesmamaidbls@ppress
(4] temporarily.
, Texit a sub menu meduretur
6 Enter button Press theéestbuttdr tmenui o remtlou
durnagigati on.
Up / Down but Press t hesesdmwahlrlouigeddmes notpd i o r
@ di splcayens.
AbrImED ThABrImED | | umisna ed when t heanu
0 bl inks red f orSeleP S A ocatrinfsioc aotn
iNoti ficationso on page 14 ir
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LCD Display Icons

On LiThme: UPS is dr awi ng utdioluibtbya vpeorwseiro na
I power to téeuicpmearetc.t ed
ON LINE
On BatTtheer YUPS i's suppl ying hdean n eaqtyda d ae k
pl Baactet Emlyat t Bocyo n n escetceudtebbepat t er mear i ng

s service teplaaead. shoul d be

palshsdPEisby pmedseen duitn g d wajirr € cotolnynect ed
pass mode operathnhberrhnalt@Sreseht of
der t hi £ esldasdlmd m opaangiNso tli2f i cat ildinrs 0t hoin
nual . Tchd b ii weothihd r een Mode i con, i n
doeper ati on.

SystaeamsAInh i nternal SeaulitAlias mbset ent ed.ge
OverlTohma:equi pment connecmegpeotwert hhathP !
Bat tCGhrayr Dleleat teayvgesihdi bgthredmbodr bar sec
il luminat eédveWbéocéabkltabbeat i €t ymi asat eld], y
represents apoptrhe i breatt tedarpya 2dHeayr. g e

Load LTehveell:oad percent age ilsoHlehrdisedteido
i Il uminated. Each bar otelpa emaxitcaa paapdpio tay
MutAn il luminated | ine thraouddmlaidnes alslo:
Green :MAAche i I Il umi nat ed i cwaor kiinmd gGeraeteens m
connected equi pmdantilingsytrdceect hy Bbelo
frequewictythlimen ecoh i mguised

Al abpmot i f iTchaddtPiBSoadse t eacrt eedrtrhoer U PaSo ni fsi gma dae
SeéNotificationso on page 14 in this ma
Evedthe icon is illuminat eedvelnbtgn t he us
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